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In the 4 year period from
2014 to 2017, more
people have died in Texas
from flooding than all
other weather hazards
combined.

Data from NWS National Hazard Statistics



Flood! Fatalities s

TEXAS FLOOD FATALITIES BY SHELTER FROM
2014-2016

Other
13%

In Water

25% Half of the flood fatalities
in Texasoccurredwhile
people were in their car.

2017 was skewed dueito
Hurricane Harvey. In
e 2017, there were 33
flood fatalities: in the:

water and 19 in vehicles.

Vehicle
50%

Data from NWS National Hazard Statistics
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WhattCausessRiooding?)?

Intense rainfall
Rain over severaldays
Dam/levee failures

High tides or storm surge
Snowmelt

Ice or debris jams

R




Flood Products



Watch vs Warning

A Waitch is issued when conditions arefavorable to occur.

A Warmihng is issued whenthe threat is occurring or imminentthreatening life or

property.
Couﬁtlesmﬁlash \.Z:B 1
Floo Watch L t‘, Y ]
Exa 1e T

\ Waiker




Flood vs. Flash Flood

A Flood is anoverflow of water onto normally dry land likely caused by rising
water in a river/bayou, poor drainage, or high tides/surge. Flooding is a longer
term event than flash flooding. It may last days or weeks

A Is a flood caused by heavy or excessive rainfall in a short period

of time, typically 6 hours or less. Flash floods are defined as:
¢t 3 feet of standing water (less i1 f thre
£t 6 inches of fast fl owing water across

Water in a stream or bayou flowing rapidly out of its banks, or
A dam break (even on a sunny day)



Understanding Flooding

Urban / Small Flood Watch Flash Flood
Stream Advisory Watch
WHAT IS IT?
WHAT IS IT? Flooding is WHAT IS IT?

Flooding of small
streams, streets
and low-lying
areas.

WHAT TO DO?
Stay away from
areas that are
prone to flooding
and stay clear of
rapidly moving

water

possible g typically
within a 6 to 48

hours before rain
is expected to
reach the area.

WHAT TO DO?
Stay tuned to local
river forecasts;
prepare for areas
near rivers to
spread towards
nearby roads and

buildings

Flash flooding is
possible gtypically
6 to 48 hours
before rain is
expected to reach
the area.

WHAT TO DO?
Have a way to
receive local
warnings, expect
hazardous travel
conditions and
have alternate
routes available

Flood Warning Flash Flood

Warning
WHAT IS IT?

Flooding impacts
are occurring or
imminent.

WHAT IS IT?
Flash flooding
impacts are
occurring or

WHAT TO DO? imminent.

Stay alert for
inundated
roadways and
follow all local
signage!
Additional impacts
include homes and
structures could
become flooded
and need to be
evacuated

WHAT TO DO?
Conditions will
rapidly become
hazardous! Do not
cross flooded
roadways or
approach inundated
areas as water may
still be rising

Flash Flood
Emergency

WHAT IS IT?
Flash flood
situation that
presents a clear
threat to human
life due to
extremely
dangerous
flooding
conditions

WHAT TO DO?
Immediatelyreach
higher ground by

any means
possible




You make t he



Urban /
Small
Stream

Flood
Advisory
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This image depicts what conditions may look
like during a flood advisory.
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Flash
Flood
Warning

This image depicts what conditions may look
like during a Flash Flood Warning.



Flash
Flood
Emergency
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This image depicts what impacts may result from a Flash Flood Emergency. A rapidly
moving flood wave resulted in this roadway being completely washed out.
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Flood
Warning
(Areal/

River/
Bayou)

This image depicts what conditions may look
like during an Areal Flood Warning.




Flood Timeline

Before
Event Onset

d
ory

River Flo

Increasing Impact Potential .

ALL Situations Represent Threatening Conditions to Life and/or Property

Note: Flooding can (and does) occur without a Flash Flood Watc|



Be sure to have multiple

ways to receive warnings.

Ways to Receive a Warning

Wireless TV and Radio

Emergency Alerts
NOAA Weather Radio and Weather Apps

All Hazards

Emergency Alert

Flash Flood Warning this area til
3:00 PM EDT. Avoid flood areas.
Check local media. -NWS

Settings Dismiss

Social Media

NWS Website: https ://www.weather.qgov/hgx_/



https://www.weather.gov/hgx/

River Flooding



River Flooding

N ._\_, 4 SR phis AN I 2
River flooding occurs when water escapes the river banks.
There are different thresholds for river flooding: action, minor,
moderate, major and record flooding. This image depicts what
a river flooding looks like. '
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Watershed

A watershed, or basin, is an area of land that
drains runoff from rainfall (stormwater) to a
body of water, either a river, bayou, creek, or
lake.

Topography plays a big role in how watershed
boundaries are defined.

Watersheds vary in shape and size which
ultimately lead to unique challenges.

A watershed can flow into another

watershed.

Brazos River Basin

Brazos-Colorado Coastal Basin

Texas Major River Basins,
Coastal Basins and

Major Bays

Life's better outside.
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Watershed

A watershed, or basin, is an area of land that
drains runoff from rainfall (stormwater) to a
body of water, either a river, bayou, creek, or
lake.

Topography plays a big role in how watershed

boundaries are defined.

Watersheds vary in shape and size which
ultimately lead to unique challenges.

A watershed can flow into another
watershed.

Harris County has 21 forecastpoints.
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River Forecast Process

Hydrologic Modeling Forecast
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Hydrograph Basics

LOCATION:

Of the gage the
forecast is made, AT
means the gage is in
the limits of the
town/city, NEAR or
NR means that
town/city has the
closest post office

BRAZOS RIVER AT RICHMOND
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BRAZOS RIVER AT RICHMOND
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Hydrograph Basics

STAGE VS FLOW
Hydrologists,
models, reservoirs
work in flow.
Emergency
managers, media,
general public work
In stage.

What is flow or a
cubic foot per
second?

BRAZOS RIVER AT RICHMOND
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BRAZOS RIVER AT RICHMOND

Universal Time (UTC)
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Latest observed value: 53.13 ft at 5:15 AM
CDT 30-Aug-2017. Flood Stage iz 45 ft

A basketball is
roughly a cubic foot,
so 20,000cfs is
20,000 basketballs of
water passing the
gage every second.
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Understanding River Criteria Levels

ACTION

Impact: Water is over the banks and into the flood plain, but not a threat to
structures or roadways. Some action may be required such as moving farm
equipment or increasing awareness

MODERATE

Impact: Water now reaching areas only impacted by significant rain events. Structures
can be inundated, several roads covered with water, water may cut off certain areas,
widespread agricultural flooding.

MAJOR
Impact: Water is near the highest it#fHs ev
significant widespread impacts. Most roads will be covered by water in the area cutting
off if not completely flooding subdivisions, rivers can be several miles wide in areas.
Homes and structures underwater, bridges inundated and in danger of being hit by
debris. Impacts may be greater than ever experienced.




Advanced Hydrologic Prediction System

Experimental

Long-Range Flood Risk Precipitation
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If you notice any errors in the below information, please contact our Webmaster

54.74 MWajor flooding continues with significant home flooding in the following areas: Valley Lodge near Simonton, Bar Rd, Baker
Rd/Cumings Rd/Rio Brazos area north of Rosenberg, Edgewoed/Baudet Rd in Richmend, and FM 2759 near Thompsons
Low lying homes in Grand River, Rivers Edge, Pecan Estates in Thompson, and Pecan Bend flood as well

_ 54 Major flooding continues with US90A eastbound lanes inundated and impassible between Harlem Rd and New Territory. Pitts

Rd is impassible between US90A and Savannah Dr.

53 Major lowland flooding continues with FM 359 impassible between US30A and the Pecan Grove levee near Southern Place
Dr. The intersection of FM 359 and Mason Rd is impassible. FM 2759 is completely inundated east of Agnes Rd. Street
flooding occures aloeng Sienna Parkway between McKeever Rd and Steep Bank Trace. Street flooding occurs along
McKeever Rd between Sienna Parkway and SHE. Miller Rd near Arcola is inundated

52 Major lowland flooding continues with homes near intersection of Sixth St. and Avenue B in Rosenberg beginning to take on
water. FM 1489 is inundated south of Simonten to Johnson Rd. FM 723 is inundated north of Rosenberg to FM 359, making
the Kingdom Heights and Riverside ranch subdivisions inaccessible. FM 359 between US90A and Pecan Grove begins
taking on water. Thompson Ferry Rd south of LJ Parkway is inundated outside of the leveed area

51 Major lowland flooding continues with homes flooding along Cumings/Baker Roads and in Rio Brazos north of Rosenberg
FM 1093 is inundated to Stansberry Rd in Simonton. Underpass at intersection of SH36/90A west of Rosenberg is
inundated/impassible. Fort Bend County flood fight operations in Simonton are exceeded and cease. Low lying streets on
west side of Quail Valley take on water. Feeder roads along SH6 near intersection of FM 521/McKeever Rd are inundated
Low lying areas along Knights Ct take on water.

50 Major lowland flooding begins as homes in Richmond begin flooding and many homes in Simonton and Thompsons have
water in them. FM 1458 near FM 1093 remains inundated and closed. Homes along Carrol and McKeever Roads near FM
2759 in southeast Fort Bend County are close to taking water. Strange Drive. .Greenwood Drive_._and Second Street in
Richmond and Sixth Street . Avenue B.__and River Road in Rosenberg and Pittman Road in Thompsons are inundated with
over one foot of water.


http://water.weather.gov/ahps2/index.php?wfo=hgx

USGS Water Alertss

o Set alerts when a gauge reaches
certain water surface elevations.
o ldentify the gauge nearest you

USGS Water Alerts:
https://maps.waterdata.usgs.gov/mapper/wateralert/

ZUSGS

science for a changing world

42 Sites Map

@, Select Location

| News ‘ updated September 30, 2013

Search by Street Address:
Enter Street Address | £4 |

Search by Place Name:
Enter Place Name | > |

Search by Site Number(s):
Enter Site Number(s) | P |

Search by State/Territory:

Search by Watershed Region:
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Select Data Type

About WaterAlert
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How To Use WaterAlert

@

Related Information

@

Sam Houstan
National Forest

(105}

I

IL&lllllll‘l"illllllIIIIIII

2

(38) |
Angleton Brazoria
Natl Wildlife
0 10 mi Refuge
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USGS Water Alertss

o Set alerts when a gauge reaches
certain water surface elevations.
o ldentify the gauge nearest you
0 ~Click on the gauge andselect
| Sub s c Waterglertt" o
USGS Water Alerts:

https://maps.waterdata.usgs.gov/mapper/wateralert/

=

ZUSGS :

science for a changing world

WaterAlert
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=

Sean
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Sean
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@, Select Location

Site Information

Site Number: 08067525

Site Name: Goose Ck at Baytown, TX

Site Type: Stream
Agency: USGS
Access Data

Streamflow: 16.9 ft=/sec

on 2019-04-08 at 11:30 CDT (TSID
140262)
Stage: 5.05 ft

on 2019-04-08 at 11:30 CDT (TSID

140261)
Sean

| Subscribe to Water&lert |

¥ Y
/
Select Data Type X
() About WaterAlert
(?) How To Use WaterAlert
0 10
?) Related Information T
< : : Y5591 Y

Angleton Brazoria
Natl Wildlife
Omi Refuge

Lake .Jackson

Sam Houston
National Forest




USGS Water Alertss

o Set alerts when a gauge reaches
certain water surface elevations.

o ldentify the gauge nearest you

6 Click on the gauge andselect

| Sub s c Wateralertt" o
o Define how you want to receive the
information:
z Email or phone
z Frequency
3z Stage or Discharge
3z Stream Elevation(s)

o Note: Use Internet Explorer

USGS Water Alerts:
https://maps.waterdata.usgs.gov/mapper/wateralert/

WaterAlert

T T 7

Subscription Form

. The U.5. Geological Survey WaterAlert service sends e-mail or text (SM5) messages when certain parameters,
as measured by a USGS real-time data-collection station, exceed user-definable thresholds. The development
and maintenance of the WaterAlert system is supported by the USGS and its partners, including numerous
federal, state, and local agencies.

Real-time data from USGS gages are transmitted via satellite or other telemetry to USGS offices at various
intervals; in most cases, 1 to 4 times per hour. Emergency transmissions, such as during floods, may be more
frequent. Notifications will be based on the data received at these site-dependent intervals.

Site Info:

Mumber: 08067525

Name: Goose Ck at Baytown, TX

Agency: UsGS

Transaction ID: q2CGc

Send Notification To:

O My mobile phone

My email address [l
Notification Frequency:

Hourly @] .
Daily ®

Streamflow Parameter(s): Recent value:

Discharge, in ft3/s ® 16.9 [peak chart]

Gage height, in ft O 5.05 [peak chart]

Alert Threshold Condition:

® Greater than (=)

Less .than =) Real-time value is greater than: I:I ft3/s
L Outside a range (< or =)

O Inside a range (= znd <)

= [J I have read and acknowledge the Provisional Data Statement and Disclaimer.

Angleton SHRES
= N e Waterale A Brazoria
(?) How To Use VaterAlert A fiat W i

£ 0 10 \/ §Omi Refuge
(?) Related Information A

(5 Ty AR
S U S B |

Lake .Jackson




Partners



Partners

Roles of Primary River Forecast Partners Shared Data and lResources

us Army Corps
of Engineers.

US Army Corps
of Engineers.

= USGS

science for a changing world

= USGS

science for a changing world

“'l"’l




Hydrology in Harris County

Mark Moore
Hydrologic Specialist
Harris County Flood Control District



Southeast Texas Watersheds

. Trinity |
. River
| Watershed

Brazos T
] River \\
Colorado Watershed N

Harris County
Flood Control District




Harris County Local Watersheds

Cedar Bayou
Watershed

San Jacinto
River Watershed

Clear Creék
Watershed

<

Harris County
Flood Control District }~
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Understanding Our Flooding

(HARRIS COUNTY’S 4 TYPES OF FLOODPLAINS )

[] valley Floodplain
[ ] Major River Floodplain
[] shallow Floodplain
[[] Coastal Floodplain o —

Flood Control District




2007 FEMA Floodplains

|:| 1% (100-Yr.) Floodplain
[ ] 0.2% (500-Yr.) Floodplain

Evervone Has a Flood Risk!




Ponding & Sheet Flow Flooding

FLOODING FROM INTENSE LOCAL RAINFALL
(Longer Duration)




Addicks and Barker Watersheds



